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A��������, ����, ����������
ProMax Garden Automatic – domestic water systems
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P������ �������

Top product characteristics
Easy operation
• Fast and funnel-free filling through the 

pre-filter. Any residue from the filling water 
remains in the filter

Easy to see – easy to access 
• On the rear of the handle, a pressure switch 

is attached on top with 3x coloured LEDs for 
clear and quick status display

Well-secured 
• Thanks to flow monitoring and 
• thermal dry-run protection

P��M�� G����� 
A��������
Technical data

Model 3500 4000 5000 6000/5
Flow rate � Q max. l/h 3500 4000 4700 5800

Delivery head � H max. m 40.00 45.00 50.00 58.00

Pressure � max. bar 4.0 4.5 5.0 5.8

Power consumption W 900 1100 1200 1300

Power consumption hp 1.2 1.5 1.6 1.7

Rated voltage  230 V / 50 Hz

Guarantee (+ request guarantee) * Years 2 + 1

Self-priming suction head � max. m 8

Pump mechanism  1-stage 5-stage

Automatic function  Yes

Suction-side connection  1"

Pressure-side connection  1"

Sprinkler connection capacity/
max. hose length per sprinkler **  2x / 25 m, 2x / 50 m 3x / 25 m, 3x / 50 m 4x / 25 m, 4x / 50 m 5x / 25 m, 5x / 50 m

Power cable length m 1.50

Protection class  IP X4

Net weight kg 12.50 12.80 13.90 15.30

Dimensions (L x W x H) mm 543 x 234 x 304 591 x 234 x 304

Item no. (GB-Version)  43129 43130 43131 43132

Item number 43125 43126 43127 43128

*page 446     ** Basis on which data was determined: Water requirement at the sprinkler: 600 l/h, pressure requirement at the sprinkler: 2.0 bar, geodetic 
height differential, total: 5 m. Use of 3/4" hoses (19 mm).

I�
��

��
��

��
D

��
��

��
� 

�
��

��
 �

��
��

�
�

Thanks to flow monitoring and 
thermal dry-run protection
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OUR RESOURCE CONSERVER
ProMax Rain – rain barrel pump
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PRODUCT DETAILS

Top product characteristic
 "A cool head"
• Optimal thermal dissipation even at low 

water level thanks to the design that ensures 
water flows around the motor housing

Easy operation 
• Provided connection pieces and a kink 

protection element for a 1/2" hose enable fast 
and easy installation

 No debris particles in the hose system 
• Low-wear filter grille with incorporated fine 

stainless steel mesh protects the hose, garden 
shower, and similar attachments from 
clogging. Thanks to the bayonet closure, 
simply back-flush

 

PROMAX RAIN
Technical data

Model 4000
Flow rate – Q max. l/h 4000

Delivery head – H max. m 12.00

Pressure – max. bar 1.2

Power consumption W 370

Power consumption hp 0.5

Rated voltage  230 V / 50 Hz

Guarantee * Years 2

Immersion depth max. m 7.00

Grain size – max. mm -

Automatic function  Float switch

Pressure-side connection  1"

Power cable length m 10.00

Protection class  IP X8

Net weight kg 5.00

Dimensions (L x W x H) mm 177 x 167 x 317

Item no. (GB-Version)  47751

Item number 47750

*page 446
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Practical
Female thread 1" with metal insert 
for permanent connection with 
common connections

Powerful & quiet
6-stage pump mechanism for 
low-noise installation in well 
water or cistern water

Safe
If the water level is too 
low, the float switch 
protects the pump from 
dry running

Practical base
Due to the practical foot 

the pump is raised and less 
dirt particles are sucked in 

from the tank bottom

Well-protected
Pre-filter made of stainless steel 

and an elevated base protect 
against contamination

Can also automatically pump
In conjunction with the automatic pressure switch 

ProMax Garden Automatic Switch (44538)

Keep the water
in the pipe

integrated 
backflow preventer

High-quality
& solid

stainless steel 
housing

STABLE IN WELLS AND RAINWATER
ProMax Pressure Cistern – cistern pump
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